
PSW10E Subwoofer
10" Powered compact subwoofer
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Explosive Performance for Movies & Music
Polk PSW10E Compact Subwoofer fills in the bottom end 
of your home theater system. Relieve your main speakers 
from performing bass duty and let them work on the mids 
and highs. 

Features

10" Dynamic Balance Driver with optimised 100W Amp 
Resonance-Free 10" Dynamic Balance driver and a 100W 
optimised amplifier for powerful deep bass impact. 
PSW10E features a front firing port so you get the full bass 
impact focused directly at your seating area.

Universal Compatibility  
Easily connect via stereo line RCA inputs or Speaker Level 
Input with spring terminal. PSW10E features volume and 
con-tinuously variable 80-160Hz crossover for easy 
integration to existing systems. 
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Polk PSW Subwoofers

Specifications for Polk PSW10E Subwoofer

Drivers 10” Dynamic Balance Driver

Inputs Line level L&R and High level

Frequency Response 35Hz - 200Hz

Low Pass Filter 80Hz - 180Hz

Amplifier Power 100W

Continuous Power 50W

Power Requirements 220V - 240V  ~50 / 60 Hz

SAP PSW10EBK

Warranty 2 Year Amplifiers / 5 Years Drivers

Dimensions 356mm x 365mm x 410mm (WxHxD)

Weight 11.7 kg

Available Colours Black

EAN 0747192131791

Included in Box Subwoofer 
Removable grille 
Power cord 
Quick Start Guide

  Polk T Series  

Best Partner for Polk Loudspeakers
PSW Series subwoofers blend perfectly with systems composed 
of other Polk loudspeakers especially T series and Signature 
series
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